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Abstract—This paper presents the design, simulation, 
fabrication, and measurement of a Half-Mode Substrate 
Integrated Waveguide (HMSIW) cavity slot antenna with a 
half-octagonal ring slot structure, operating in the C-band 
frequency range. The primary objective is to enhance 
impedance bandwidth while achieving significant 
miniaturization compared to conventional Substrate 
Integrated Waveguide (SIW) antennas. Simulated results 
demonstrate an impedance bandwidth of 18%, covering the 
frequency range of 5.60 GHz to 6.71 GHz, with an S11 value 
consistently below −10 dB. Fabrication and experimental 
testing validate these findings, achieving a measured 
impedance bandwidth of 19.4% over the range of 5.82 GHz 
to 7.07 GHz. The antenna exhibits a dual-directional and 
linear radiation pattern, radiating energy in both forward 
and backward directions, with a simulated gain of 2.73 dBi. 
The HMSIW structure achieves a 50% size reduction 
compared to full-mode SIW designs. These features make the 
proposed antenna suitable for modern telecommunications 
applications within the C-band, where wide bandwidth, 
miniaturization, and reliable linear radiation performance 
are essential. This advancement provides a promising 
solution for systems requiring high efficiency and reduced 
form factor without compromising performance. 
 
Keywords—Half-Mode Substrate Integrated Waveguide 
(HMSIW) antenna, C-band, bandwidth enhancement, half 
octagonal ring slots, miniaturization 
 

I. INTRODUCTION 

Substrate Integrated Waveguide (SIW) cavity-backed 
slot antennas have received considerable attention due to 
their unique combination of waveguide properties with 
planar structures. These antennas offer a low-profile, high-
efficiency design suitable for modern wireless 
communication, radar, and body area network applications. 
Despite their advantages, traditional SIW antennas often 
face limitations, such as narrow impedance bandwidth and 
moderate gain. As a result, researchers have focused on 
various techniques to address these challenges and 
improve antenna performance. 

 

Tu et al. [1] and Luo et al. [2] investigated SIW cavity-
backed slot antennas with Grounded Coplanar Waveguide 
(GCPW) feeding and hybrid cavity modes. Their 
approaches resulted in bandwidth improvements ranging 
from 1.7% to 6.3%. However, the gain enhancements 
remained moderate, restricting their suitability for high-
gain applications. 

Razavi and Neshati [3] applied HMSIW techniques to 
develop circularly and linearly polarized antennas [4]. 
These designs provided compact, low-profile antennas 
with excellent polarization characteristics. However, the 
bandwidth enhancements were relatively modest, limiting 
their use in broadband systems. Structural modifications 
such as substrate removal and slot shape alterations have 
proven effective for bandwidth enhancement. Yun et al. [5] 
employed substrate removal under the slot to improve 
bandwidth and efficiency. Mbaye et al. [6] and  
Tao et al. [7] employed dual-slot and bow-tie slot 
configurations, achieving bandwidths of 8.5% and 9.4%, 
respectively. Cheng et al. [8] introduced a modified 
dumbbell-shaped slot and utilized higher-order resonant 
modes to improve the bandwidth  A hybrid approach 
combining patch and semi-circular SIW cavities also 
enhanced bandwidth, although at the cost of increased 
design complexity and modest gain improvements [9]. 

Slot geometry and cavity modifications have been 
employed to achieve multi-resonance and broader 
bandwidth. Yun et al. [10] introduced via-holes above the 
slot to create dual-resonance, which effectively enhanced 
bandwidth. Shi et al. [11] and Wu et al. [12] utilized 
shorting vias and unbalanced vias to achieve triple- and 
quad-resonance, respectively, improving the operational 
bandwidth. However, these techniques enhanced 
bandwidth, they introduced greater design complexity and 
demanded precise fabrication. Hybrid HMSIW cavity 
designs have shown significant potential for bandwidth 
enhancement [13]. Astuti et al. [14] developed hybrid 
HMSIW antennas incorporating multiple resonances, such 
as triple- and quad-resonance, to achieve broader 
bandwidth. Chaturvedi and Kumar [15] used epsilon-
shaped and triangular slots to enhance HMSIW antenna 
bandwidth while maintaining a low profile [16]. However, 
the structural complexity of these designs posed 
challenges for practical fabrication. 
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Dash et al. [17] introduced a self-multiplexing SIW 
cavity-backed antenna for hexa-band operation, providing 
versatility for multi-band applications. However, its design 
was constrained to specific frequency bands, limiting its 
broader applicability. Defected Ground Structures (DGS) 
and Quarter-Mode SIW (QMSIW) techniques have also 
been used for bandwidth improvement. Astuti et al. [18] 
employed DGS to achieve hybrid resonance and a 14.31% 
bandwidth enhancement. Astuti et al. [19] developed dual-
cavity QMSIW antennas for enhanced bandwidth, while 
Jin et al. [20] proposed compact QMSIW antennas with 
linear and circular polarization capabilities. Although 
effective, these methods often increased fabrication 
complexity and provided limited bandwidth improvements. 

Qin et al. [21] developed frequency-reconfigurable SIW 
antennas for S-band and C-band applications, achieving 
bandwidths of 18 MHz and 322 MHz, respectively. 
However, the frequency tuning mechanism introduced 
design complexity and limited tuning range. Zhou and 
Yang [22] explored eighth-mode SIW antennas with dual-
sense circular polarization, achieving a 10.5% bandwidth 
and a gain of 5.74 dBic. However, the bandwidth was still 
constrained for certain applications. Recently,  
Astuti et al. [23] proposed a broadband HMSIW antenna 
employing a semi-hexagonal ring slot design to achieve 
multi-resonance in X-band applications. This design 
achieved a measured fractional bandwidth of 34.46% 
(8.91–12.62 GHz) through triple-resonance mechanisms, 
significantly enhancing bandwidth without compromising 
compactness. However, the intricate design of the semi-
hexagonal slot increased fabrication complexity, 
particularly for high-precision manufacturing. Similarly, 
Astuti et al. [24] introduced a broadband half-mode SIW 
cavity antenna using a semi-rectangular ring slot, 
achieving a fractional bandwidth of 32.05% (9.51–13.14 
GHz). By merging TE101, TE102, and TE202 modes, this 
design ensured robust broadband performance while 
maintaining a low profile. Nevertheless, the reliance on 
mode-merging required meticulous optimization of slot 
parameters to achieve consistent results. These 
advancements demonstrate the potential of hybrid designs 
to balance bandwidth, gain, and structural simplicity, 
further advancing SIW antenna technology. 

II. DESIGN AND MATERIALS 

The design of SIW cavity-backed slot antenna begins 
with a planar structure that integrates waveguide properties 
within a dielectric substrate. The antenna consists of a 
rectangular SIW cavity with metallic via-holes along its 
perimeter, which confine the electromagnetic energy and 
minimize leakage. A slot etched on the top layer of the 
substrate facilitates radiation, while the feeding 
mechanism employs a Grounded Coplanar Waveguide 
(GCPW) or microstrip line to ensure efficient energy 
transfer into the SIW cavity. 

The substrate material used is Rogers RT/Duroid 5880, 
which has a thickness ℎ of 1.575 mm, a tangent loss δ of 
0.0009, and a dielectric relative permittivity 𝜀𝑟 of 2.2. This 
low-loss substrate is selected to maintain high efficiency 
and minimize dielectric losses, ensuring optimal 

performance in terms of bandwidth and efficiency. The 
combination of low-profile design and high-performance 
materials ensures that the antenna achieves the desired 
bandwidth and efficiency characteristics. 
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where m = 1, 2…, n = 1,2, p = 1, 2.., and, ε = ε0.εr , µ = 
µ0ꞏµr are the permittivity and permeability of the substrate, 
respectively. The equivalent length and width of the SIW 
cavity are critical parameters, calculated as functions of the 
resonator thickness, via diameter (D), and spacing between 
adjacent vias (V) [20]. 
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where, L and W represent the length and width of the 
rectangular SIW resonator, respectively. The condition V 
< 0.25λ must be satisfied to ensure proper confinement of 
electromagnetic waves, where λ is the wavelength in the 
dielectric material. Double via-holes are aligned to make 
the SIW cavity functionally equivalent to a conventional 
metallic cavity. 

The cavity dimensions were carefully adjusted to align 
with the operating frequency range, ensuring compatibility 
with C-band applications. The antenna was specifically 
designed to operate using TE101 and TE102 modes, with 
resonant frequencies calculated and listed in Table I. 

Table II presents the dimensional parameters of the Ant-
4, specified in millimeters, which are crucial for its 
structural and performance characteristics. These 
dimensions are optimized to ensure proper impedance 
matching and radiation efficiency, directly influencing the 
antenna’s overall performance in the intended application. 

The evolution of the SIW cavity-backed slot antenna 
design progresses through four stages: Ant-1, Ant-2, Ant-
3, and the final design, Ant-4 as shown in Fig. 1. This 
iterative development focuses on enhancing bandwidth, 
gain, and overall efficiency while maintaining a low-
profile structure. 

 
TABLE I.  LISTS THE COMPUTED SERIES OF TE MODES FOR THE 

FMSIWS 

m \ p 1 2 3 4 5 
1 3.31 5.2393 7.41 9.66 11.95 
2  6.63 8.45 10.48 12.62 
3   9.94 11.72 13.66 
4    13.25 15.00 
5     16.57 

 
TABLE II.  DIMENSION OF ANT-4 (UNIT IN MILLIMETERS) 

Parameter W L Lf Wf 
Value 18 35 10 1.137 
Parameter Ls Ws Hs h 
Value 26.15 0.5 3.45 1.575 
Parameter Lg Wg D V 
Value 5.7 0.4 1 1.5 
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                                (a)                                           (b) 

                     
                              (c)                                             (d) 

Fig. 1. Evolution of HMSIW antenna (a) basic cavity antenna Ant-1, (b) 
HMSIW no slot Ant-2, (c) HMSIW with half-octagonal ring slot and 
without outter Ant-3, (d) HMSIW with half-octagonal ring slot and using 
outter Ant-4. 
 

[AS1]            
                       (a)                                                (b) 

 
(c) 

Fig. 2. The design of Ant-4’s Half-Mode Substrate-Integrated Waveguide 
(HMSIW) cavities includes: (a) copper patch geometry, (b) ground plane 
specifics and (c) HMSIW 3D. 

 

Ant-1 features a basic diamond-shaped within the SIW 
cavity. The S11 parameter indicates an operating 
bandwidth from 6.62 GHz to 6.96 GHz, with a single 
resonance. The corresponding impedance bandwidth is 
4.9%. The symmetrical slot geometry provides 
fundamental radiation characteristics but limits bandwidth 

and gain performance due to constrained excitation of 
resonant modes. 

Ant-2 introduces a HMSIW configuration. This 
modification alters the current distribution within the 
cavity, improving impedance matching. The S11 parameter 
shows an operating bandwidth from 5.99 GHz to 6.29 GHz, 
still with a single resonance. The impedance bandwidth is 
5%. Although Ant-2 achieves slightly better bandwidth 
compared to Ant-1, the gain improvement remains 
moderate.  

Ant-3 incorporates significant refinements, including a 
more complex with half-octagonal ring slot and optimized 
cavity parameters. The half-octagonal ring slot of Ant-3 is 
made up of four segments: one low left-slanted, one high 
left-slanted, one low right-slanted and one high right-
slanted. These segments are positioned at φ1 = −22.5, φ2 
= −67.5, φ3= 22.5 and φ4 = 67.5, respectively as shown 
in Fig. 2. The S11 parameter indicates an expanded 
operating bandwidth from 5.62 GHz to 6.66 GHz due to 
the dual-resonant frequencies formed by the addition of 
half-octagonal ring slots in the inside cavity. The 
impedance bandwidth is 16.9%. These improvements 
enhance impedance bandwidth. 

Ant-4 builds upon the design of Ant-3, incorporating 
further structural optimizations to the slot and the lower 
outer cavity as shown in Fig. 2. Specifically, Ant-4 
employs a half-octagonal ring slot that acts as the radiating 
slot inside the cavity. The addition of the lower outer 
cavity enables improved E-field propagation to this region, 
which contributes to the widening of the impedance 
bandwidth. This modification allows the TE101 and TE102 
modes to couple more effectively, resulting in a broader 
frequency response. The S11 parameter shows an expanded 
operating bandwidth from 5.60 GHz to 6.71 GHz, with a 
dual-resonant characteristic. The corresponding 
impedance bandwidth is 18%. Despite these 
improvements, the maximum gain for Ant-4 remains 2.73 
dB over the frequency range of 5 GHz to 7.5 GHz, which 
is lower than the earlier designs, as shown in Fig. 3 and 
Fig. 4.  

 

 
Fig. 3. Simulation of the reflection coefficient for the antenna 

development in HMSIW cavities. 
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Fig. 4. Simulation of gain. 

III. METHOD AND PARAMETRIC STUDY 

A. Analysis of Electric Field Distribution 

A study of the Electric Field Distribution (EFD) was 
conducted to examine how TE modes interact and radiate 
into free space. Fig. 5 displays the EFD for Ant-1 at 6.79 
GHz, Ant-2 at 6.35GHz, Ant-3 at 5.96 GHz and Ant-4 at 
5.86 GHz. The EFD for Antennas remained steady at 100 
V/cm for one period of phase 0°. Observation of the 
simulated EFD at Ant-1 in Fig. 6 with phases of 0, 45, 
90 and 180, there are different electrical distribution 
patterns observed at a frequency of 6.79 GHz and the 
vector directions are also different when observed with an 
internal phase of 45. There is no electric field propagating 
on the inside of the antenna, instead the electric field 
propagates mostly on the lower outer cavity and feeding of 
the antenna. 

For Ant-2 as shown at Fig. 7, the simulated EFD at a 
frequency of 6.35 GHz reveals a similar pattern to Ant-1. 
The electric field distribution is observed primarily in the 
outer-bottom region and the feeding area, with little to no 
propagation inside the cavity. The vector directions change 
notably at a phase of 45°, highlighting asymmetric field 
distribution due to the modified HMSIW. The lack of 
significant electric field interaction within the cavity limits 
the excitation of higher-order modes, resulting in a single-
resonant behavior and a relatively narrow impedance 
bandwidth. However, the asymmetry improves impedance 
matching compared to Ant-1.  

 

 

       

          
(a)             (b)             (c)              (d) 

Fig. 5. EFD at center frequency on phase 0 (a) Ant-1 at 6.79 GHz, 
(b) Ant-2 at 6.35GHz, (c) Ant-3 at 5.96 GHz, (d) Ant-4 at 5.86 GHz. 

 

In Ant-3, as shown in Fig. 8, the simulated EFD at a 
frequency of 5.96 GHz shows improved electric field 
interaction within the structure. The addition of the half-
octagonal slot enhances E-field propagation along the slot 
side inside the antenna cavity, allowing better coupling 
between the slot and the cavity. This modification 
introduces dual-resonant behavior due to the interaction 
between the TE101 and TE102 modes, which helps broaden 
the impedance bandwidth.  

The electric field propagates partially into the inner 
cavity and is also distributed in the half-octagonal slot area 
and the feeding area. The different patterns observed 
across phases (0°, 45°, 90°, and 180°) further confirm the 
presence of this dual-resonant behavior. However, despite 
the broader impedance bandwidth achieved, the field 
distribution within the cavity remains limited, which 
impacts the overall gain performance. 

 

               

 
Fig. 6. EFD on Ant-1 at frequency 6.79 GHz. 

 

0 50 100
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Fig. 7. EFD on Ant-2 at frequency 6.35 GHz. 

 

              

 
Fig. 8. EFD on Ant-3 at frequency 5.96 GHz. 

 

               

 
                                       (a)                            (b) 

Fig. 9. EFD on Ant-4 (a) at 5.86 GHz, (b) at  6.29 GHz. 
 

In Ant-4, as shown in Fig. 9, the simulated Electric Field 
Distribution (EFD) at frequencies of 5.86 GHz and 6.29 
GHz exhibits significant improvements in electric field 
interaction compared to previous designs. The electric 
field is strongly concentrated in the feeding area, the half-
octagonal slot, and the lower outer cavity, which facilitates 
more effective E-field propagation. This modification 
results in dual resonance formed by the TE101 and TE102 
modes, contributing to a larger impedance bandwidth than 
observed in Ant-3. The inner cavity analysis reveals that 
the first resonant frequency at 5.86 GHz is predominantly 
characterized by a strong TE101 mode and a weak TE102 
mode, while the second resonant frequency at 6.29 GHz 
exhibits a strong TE102 mode and a weak TE101 mode. 

In the lower outer cavity, for both frequencies at 5.86 
GHz and 6.29 GHz, there is only a single resonance of the 
TE101 mode, consistent with the results of Ant-1 at FMSIW, 
which also exhibits a single resonance behavior. The 
distinct patterns observed across phases (0°, 45°, 90°, and 
180°) further confirm the presence of this dual-resonant 
behavior. The enhanced electric field distribution across 
the lower outer cavity, feeding area, and half-octagonal 
slot supports a broader impedance bandwidth and 
improved radiation efficiency. However, the gain 
performance remains moderate due to the spread of 
radiation over multiple modes, which reduces the 
directivity. 
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B. Parameters Study Bandwidth Enhancement 

A parametric study was conducted to analyze the effects 
of key design parameters on the impedance bandwidth and 
reflection coefficient (S11) of Ant-4. Three parameters 
were studied: slot length (Ls), slot thickness (Ws), and slot 
position (Hs). Each parameter was varied to determine the 
optimal configuration for the broadest impedance 
bandwidth. 

For the Ls, as shown in Fig. 10, values of 17.5 mm, 21.9 
mm, 26.15 mm, and 28.0 mm were simulated. The results 
showed that a slot length of 26.15 mm provided the 
optimal performance, offering a frequency range of 5.60 
GHz to 6.71 GHz, resulting in a bandwidth of 1.11 GHz. 
For shorter slot lengths of 17.5 mm and 21.9 mm, the first 
frequency resonance shifts toward higher frequencies, and 
only a single resonance is observed, leading to narrower 
bandwidths. In contrast, for slot lengths of 26.15 mm and 
28.0 mm, the antenna exhibits dual-resonant behavior due 
to the merging of the TE101 and TE102 modes. However, 
increasing the slot length to 28.0 mm reduces the 
bandwidth significantly to 0.98 GHz, indicating detuning 
and less effective coupling.  

 

 
Fig. 10. Simulation of the reflection coefficient for the Ls parameter, 

defined as the length of a half-octagonal ring slot. 
 

 

 
Fig. 11. Simulation of the reflection coefficient for the Ws parameter, 

characterized as the thickness of a half-octagonal ring slot. 
 

The study of the Ws as shown at Fig. 11 examined 
values of 0.1 mm, 0.5 mm, 1.0 mm, and 1.5 mm. The 
simulations revealed that a slot thickness of 0.5 mm 

produced the broadest bandwidth, covering the frequency 
range of 5.60 GHz to 6.71 GHz with a bandwidth of 1.11 
GHz. Reducing the thickness to 0.1 mm slightly improved 
the lower frequency range but showed poorer impedance 
matching. On the other hand, increasing the thickness to 
1.0 mm and 1.5 mm reduced the bandwidth to 0.87 GHz 
and 0.67 GHz, respectively, indicating weaker coupling 
and increased reflection.  

The Hs as shown at Fig. 12 from the top of the patch 
side was varied with values of 2.5 mm, 3.45 mm, 3.95 mm, 
and 4.25 mm. The best performance was achieved with a 
slot position of 3.45 mm, providing a frequency range of 
5.60 GHz to 6.71 GHz and a bandwidth of 1.11 GHz. 
Moving the slot closer to the top edge with 2.5 mm resulted 
in a slightly broader frequency range but caused 
impedance mismatching at the upper frequencies. 
Increasing the slot position to 3.95 mm and 4.25 mm led 
to a reduction in bandwidth. 

 

 
Fig. 12. Simulation of the reflection coefficient for the Hs parameter. 

 

C. Antenna Polarization 

The polarization characteristics of Ant-4 were evaluated 
based on the simulation results for the Axial Ratio (AR) 
across the frequency range of 5 GHz to 7.5 GHz. The axial 
ratio measures the ratio of the major axis to the minor axis 
of the electric field vector in the radiated wave and is 
commonly used to distinguish between linear and circular 
polarization. 

The axial ratio plot for Ant-4 shows a minimum value 
of 5.6 dB occurring at a frequency of 6.18 GHz. In general, 
an axial ratio of 3 dB or lower indicates circular 
polarization, while values significantly higher than 3 dB 
indicate linear polarization. Since the lowest axial ratio 
observed for Ant-4 is 5.6 dB, this confirms that the antenna 
operates with linear polarization throughout its operating 
bandwidth. 

D. Radiation Pattern and Gain Antenna 

The radiation pattern of Ant-4 was analyzed at four 
frequencies of 5.60 GHz, 5.86 GHz, 6.29 GHz and 6.71 
GHz as shown at Fig. 13. The simulated results provide 
insight into the antenna's performance in both the YOZ 
plane (E-plane) and the XOZ plane (H-plane), focusing on 
the co-polarization and cross-polarization components. 
These results highlight the antenna’s ability to radiate 
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energy in multiple directions due to the geometry of the 
half-octagonal slot etched on the patch side. 

At both 5.60 GHz and 5.86 GHz, the co-polarization and 
cross-polarization radiation patterns exhibit dual-
directional behavior, maintaining good polarization purity. 
In the YOZ plane (E-plane), significant lobes are observed 
in both forward and backward directions, with strong 
radiation around ±30° and ±150°. Similarly, in the XOZ 
plane (H-plane), the co-polarization pattern shows a 
broader lobe structure peaking near ±90°. Cross-
polarization levels remain low at both frequencies, 
generally below 20 dB, ensuring minimal interference. 
However, a key difference between the two frequencies is 
the slight increase in radiation pattern size at 5.86 GHz 
compared to 5.60 GHz. Despite this difference, the 
radiation patterns are still similar, validating the antenna’s 
consistent bidirectional radiation capabilities and high 
polarization purity across the operating bandwidth. 

 
                       Co-Pol                                        Cross-Pol 

    
(a) 

    
(b) 

    
(c) 

   
(d) 

Fig. 13. Simulation of radiation pattern Ant-4 (a) at 5.60 GHz, (b) at 
5.86 GHz, (c) at 6.29 GHz and (d) at 6.71 GHz 

Building on the consistent performance observed at 
lower frequencies, the co-polarization patterns at 6.29 GHz 
and 6.71 GHz continue to exhibit dual-directional lobes in 
the YOZ plane, with the strongest radiation occurring 
around ±40° and ±140°, while in the XOZ plane, the 
radiation remains broad with primary lobes centered near 
±90°. Cross-polarization levels at both frequencies are 
relatively low, generally below 15 dB, ensuring good 
polarization purity and minimal interference. A notable 
difference between the two frequencies is the slightly 
larger radiation pattern at 6.29 GHz compared to 6.71 GHz. 
Despite this difference, the radiation patterns are still 
similar, confirming the antenna’s stable bidirectional 
radiation capabilities and effective performance across the 
higher end of its operating bandwidth. 
 

 
(a) 

 
(b) 

Fig. 14. The 3D polarization for Ant-4 at (a) 5.86 GHz, and (b) 6.29 
GHz. 

IV. RESULT AND DISCUSSION 

Fig. 15 present the fabrication of Ant-4 and the 
simulation of reflection coefficient (S11). The comparison 
of the simulated and measured reflection coefficient S11 for 
Ant-4 shows a Fig. 16. The simulated results cover a 
frequency range of 5.60 GHz to 6.71 GHz, corresponding 
to an impedance bandwidth of 18%. The measured results 
from the fabricated prototype indicate an improved 
impedance bandwidth of 19.4%, covering the frequency 
range of 5.82 GHz to 7.07 GHz. This slight discrepancy 
between simulation and measurement can be attributed to 
fabrication tolerances, material inconsistencies, and 
connector losses. Variations in the precision of 
manufacturing processes, such as via-hole placement, slot 
etching, and alignment, can introduce deviations in the 
structural geometry of the antenna. These discrepancies 
may result in shifts in resonant frequencies and slight 
degradation of impedance matching. Material 
inconsistencies can arise due to several factors that affect 
the substrate’s properties and overall antenna performance. 
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Variations in the dielectric properties of the substrate, such 
as permittivity (ϵr) and loss tangent (δ), may occur due to 
differences in the quality of production batches. 
Additionally, mechanical damage to the substrate, such as 
bending or denting, during fabrication or handling, can 
further contribute to inconsistencies. Imperfections in the 
SMA connectors or slight misalignments during the 
experimental setup can introduce additional losses, which 
may not be captured in simulation. This can contribute to 
variations in reflection coefficient (S11) and radiation 
efficiency.  

 

                                        
                                 (a)                                                 (b) 

 
(c) 

 
Fig. 15. (a) The top view and (b) the bottom view of the Ant-4 

fabrication (c) Measurement processing of the fabrication Ant-4. 

 

 
Fig. 16. Simulation and measurement of the reflection coefficient for the 

proposed antenna. 
 

The proposed Ant-4 achieves a broad impedance 
bandwidth of 19.4%, covering the frequency range from 
5.82 GHz to 7.07 GHz for the fabricated prototype as 
shown in Fig. 16. While the gain is moderate at 2.73 dBi, 

the antenna’s dual-direction radiation pattern provides 
versatile coverage suitable for applications like body area 
networks and wireless communication systems. The 
simulated results are validated by the measured reflection 
coefficient and radiation patterns, demonstrating the 
effectiveness of the design. The radiation pattern 
measurements for Ant-4 were conducted at frequencies of 
6.03 GHz and 6.74 GHz. As shown in the Fig. 17, the 
measured co-polarization (blue line) and cross-
polarization (red line) components reveal that the antenna 
maintains good polarization purity. At 6.03 GHz, the co-
pol pattern shows broad coverage with some directional 
characteristics, while the cross-pol remains relatively low, 
indicating minimal polarization leakage. Similarly, at 6.74 
GHz, the co-pol pattern exhibits stable performance with a 
consistent radiation lobe, and the cross-pol remains 
suppressed. These results confirm that Ant-4 achieves 
dual-resonant behavior with efficient radiation 
characteristics. 

Compared to previous studies, Ant-4 offers a balanced 
trade-off between bandwidth, gain, and design complexity. 
However, the antenna gains of 2.73 dBi is relatively 
moderate, which may limit its applicability in scenarios 
requiring higher gain. Future improvements can be 
achieved by array configurations to increase gain through 
constructive interference or Frequency Selective Surface 
(FSS) techniques to enhance radiation efficiency.  

 
(a) 

 
(b) 

Fig. 17. Ant-4 Radiation Pattern measured (a) at 6.03 GHz, (b) at 
6.74 GHz 

 
Table III presents a comparative analysis of the 

proposed antenna’s measured performance against 
previously published research in terms of dimensions, 
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simulated gain, bandwidth, and fractional bandwidth. The 
proposed antenna exhibits a compact size of 0.73 × 0.52 × 
0.01 (λ0)3, which is comparable to other designs while 
achieving a significantly enhanced bandwidth of 1250 
MHz and an FBW of 19.4%, the highest among the listed 
references. Despite having a lower simulated gain of 2.73 
dBi, the superior bandwidth performance suggests 
improved frequency coverage, making it suitable for 
broadband applications. 
 

TABLE III. COMPARISON OF THE PROPOSED MEASURED ANTENNA 

WITH PREVIOUSLY PUBLISHED RESEARCH 

Ref Dimension (λ0)3 
Gain 
Sim. 
dBi 

BW 
MHz 

FBW % 

[2] 0.67 × 0.52 × 0.01 5.3 100 1.7 

[3] 0.75 × 0.55 × 0.01 4.8 250 4 

[6] 0.72 × 0.65 × 0.01 6.2 500 8.5 

[9] 0.78 × 0.54 × 0.01 5.5 910 15 

[10] 0.80 × 0.55 × 0.01 5.7 700 11.7 

[14] 0.73 × 0.60 × 0.01 5.7 1000 16 

This Work 0.73 × 0.52 × 0.01 2.73 1250 19.4 

  

V. CONCLUSION 

This study presented the design, simulation, fabrication, 
and measurement of a cavity slot antenna based on SIW 
technology, referred to as Ant-4. The proposed antenna 
achieved a dual-resonant frequency range of 5.82 GHz to 
7.07 GHz, corresponding to an impedance bandwidth of 
19.4%. The two resonant frequencies resulted from the 
merging of the TE101 and TE102 modes due to the presence 
of the optimized half-octagonal slots. The antenna 
exhibited a dual-directional radiation pattern, radiating 
energy both forward and backward, making it suitable for 
applications such as body area networks and wireless 
communication systems. Despite a moderate gain of 2.73 
dBi, the antenna demonstrated reliable performance with 
good polarization purity and significant bandwidth 
improvement, future improvements could focus on 
implementing array configurations to increase gain 
through constructive interference or utilizing Frequency 
Selective Surface (FSS) techniques to enhance radiation 
efficiency. 
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